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1.0 GENERAL GENERAL 1.1 CONTRACTORS SHALL LIMIT ALL CONSTRUCTION ACTIVITIES AND HEAVY EQUIPMENT OPERATION TO BETWEEN 7:00 AM AND 6:00 PM MONDAY CONTRACTORS SHALL LIMIT ALL CONSTRUCTION ACTIVITIES AND HEAVY EQUIPMENT OPERATION TO BETWEEN 7:00 AM AND 6:00 PM MONDAY THROUGH FRIDAY UNLESS ALTERNATIVE HOURS ARE APPROVED BY DSD. 1.2 CONTRACTORS SHALL HAVE A CITY OF ISSAQUAH BUSINESS LICENSE. CONTRACTORS SHALL HAVE A CITY OF ISSAQUAH BUSINESS LICENSE. 1.3 CONTRACTORS SHALL HAVE COPIES OF THE APPROVED PLANS, APPLICABLE CITY STANDARDS, AND THE SPILL REPONSE PLAN ON-SITE AT ALL CONTRACTORS SHALL HAVE COPIES OF THE APPROVED PLANS, APPLICABLE CITY STANDARDS, AND THE SPILL REPONSE PLAN ON-SITE AT ALL TIMES. THE “CITY STANDARDS” REFER TO THE CITY OF ISSAQUAH STREET STANDARDS DATED 2010, CITY OF ISSAQUAH WATER STANDARDS CITY STANDARDS” REFER TO THE CITY OF ISSAQUAH STREET STANDARDS DATED 2010, CITY OF ISSAQUAH WATER STANDARDS  REFER TO THE CITY OF ISSAQUAH STREET STANDARDS DATED 2010, CITY OF ISSAQUAH WATER STANDARDS DATED OCTOBER 2013, AND CITY OF ISSAQUAH SEWER STANDARDS DATED 1988 AND REVISED 2005. GENERAL STANDARD DETAILS AND APPROVED MATERIALS LIST CAN CURRENTLY BE FOUND IN THE WATER STANDARDS AND APPLY TO ALL PROJECT ELEMENTS. SOME OF THESE CITY STANDARDS HAVE NOT BEEN STAMPED BY A PROFESSIONAL ENGINEER AND, PER WAC 196-23-020, THEY ARE PROVIDED AS ENGINEERING DESIGN AIDS ONLY. CONTRACTORS SHALL CONTACT THE ENGINEER AND DSD PRIOR TO USING ANY ELEMENTS OF THE CITY STANDARDS THAT ARE NOT SPECIFICALLY CALLED OUT IN THE GENERAL NOTES FOR ISSAQUAH ROADS & UTILITIES OR SHOWN ON THE PLANS & SPECIFICATIONS. CITY STANDARDS SHALL NOT BE APPROVED FOR USE UNLESS THEY ARE SPECIFICALLY REFERENCED IN THE APPROVED CONSTRUCTION PLANS OR THROUGH A DESIGN CHANGE APPROVED BY DSD. 1.4 CONTRACTORS SHALL REFUEL ALL EQUIPMENT ON-SITE USING DSD APPROVED METHODS AND PROCEDURES. CONTRACTORS SHALL REFUEL ALL EQUIPMENT ON-SITE USING DSD APPROVED METHODS AND PROCEDURES. 1.5 CONTRACTORS SHALL PROVIDE DSD INSPECTOR WITH A MATERIALS LIST A MINIMUM OF TEN WORKING DAYS BEFORE INSTALLATION. THE LIST CONTRACTORS SHALL PROVIDE DSD INSPECTOR WITH A MATERIALS LIST A MINIMUM OF TEN WORKING DAYS BEFORE INSTALLATION. THE LIST SHALL INCLUDE MANUFACTURER AND/OR MODEL NUMBER (IF APPLICABLE) OF MATERIAL AND EQUIPMENT TO BE INSTALLED. THE MANUFACTURER'S TECHNICAL SPECIFICATIONS FOR PIPE, APPURTENANCES AND EQUIPMENT SHALL BE SUPPLIED TO DSD UPON REQUEST. 1.6 CONTRACTORS SHALL LAY ALL WATER, SEWER AND STORM DRAINAGE PIPELINES “UP-HILL” STARTING AT THE LOWEST MAIN ELEVATION. THE CONTRACTORS SHALL LAY ALL WATER, SEWER AND STORM DRAINAGE PIPELINES “UP-HILL” STARTING AT THE LOWEST MAIN ELEVATION. THE UP-HILL” STARTING AT THE LOWEST MAIN ELEVATION. THE  STARTING AT THE LOWEST MAIN ELEVATION. THE MAIN SHALL BE POSITIONED SO THAT THE BELL END IS ON THE HIGHER SIDE OF THE PIPE SEGMENT AND THE PLAN END INSERTED INTO THE BELL END. PIPE ENDS SHALL NOT BE DRIVEN HOME BUT SHALL BE POSITIONED WITH ADEQUATE ROOM FOR THERMAL EXPANSION OF THE PIPE NETWORK WITHOUT BUCKLING OR COMPRESSION OF THE JOINTS. 1.7 CONTRACTORS SHALL PLACE TRENCH BACKFILL IN UNIFORM LOOSE LIFTS NOT EXCEEDING 12-INCHES IN THICKNESS IN NON-TRAVELED AREAS CONTRACTORS SHALL PLACE TRENCH BACKFILL IN UNIFORM LOOSE LIFTS NOT EXCEEDING 12-INCHES IN THICKNESS IN NON-TRAVELED AREAS OR 6-INCHES IN TRAVELED AREAS. TRENCH BACKFILL LOCATED BETWEEN THE BOTTOM OF THE PIPE AND 6-INCHES ABOVE THE PIPE CROWN SHALL NOT CONTAIN ROCKS LARGER THAN 3 INCHES IN DIAMETER. TRENCH BACKFILL LOCATED ABOVE THE PIPE ZONE SHALL MEET WSDOT SPEC. 9-03.14(3) OR AS APPROVED BY DSD. TRENCH BACKFILL LOCATED WITHIN THE TOP 4-FEET SHALL BE COMPACTED TO A MINIMUM OF 95 PERCENT OF THE SOIL'S MAXIMUM DRY DENSITY AS DETERMINED USING MODIFIED PROCTOR. COMPACTION TESTING IN TRENCHES GREATER THAN 4-FEET IN DEPTH MAY BE ACCOMPLISHED BY MAINTAINING A COMPACTION PATTERN PROVED TO MEET COMPACTION REQUIREMENTS. ALL NON WSDOT SPEC. MATERIAL SHALL INCLUDE GRADATION REPORT FOR DSD REVIEW AND APPROVAL PRIOR TO PLACEMENT.  1.8 CONTRACTORS SHALL NOT INSTALL ABOVE GROUND COPPER OR GALVANIZED MATERIALS OTHER THAN VAULT LIDS OR OTHER DSD APPROVED CONTRACTORS SHALL NOT INSTALL ABOVE GROUND COPPER OR GALVANIZED MATERIALS OTHER THAN VAULT LIDS OR OTHER DSD APPROVED ITEMS.  1.9 DEVELOPER SHALL CONTRACT WITH A GEO-TECHNICAL ENGINEER LICENSE IN THE STATE OF WASHINGTON TO SUPERVISE ALL TRENCH AND DEVELOPER SHALL CONTRACT WITH A GEO-TECHNICAL ENGINEER LICENSE IN THE STATE OF WASHINGTON TO SUPERVISE ALL TRENCH AND ROADWAY BACKFILL AND SIGNIFICANT GRADING ACTIVITIES. CONSTRUCTION RECORDS OF SOIL PLACEMENT AND COMPACTION TESTING SHALL BE TRANSMITTED TO DSD ON A WEEKLY BASIS. ALL TESTS SHALL INCLUDE A MAP SHOWING THE TESTING LOCATION, THE ISSAQUAH SW (FORMERLY PUB) # AND NAME OF PLAN SET USED FOR CONSTRUCTION. A SEPARATE REPORT SHALL BE ISSUES FOR EACH SW #. 1.10 DEVELOPER SHALL SCHEDULE A PRE-CONSTRUCTION MEETING WITH DSD PRIOR TO ANY CONSTRUCTION ACTIVITY. DEVELOPER SHALL SCHEDULE A PRE-CONSTRUCTION MEETING WITH DSD PRIOR TO ANY CONSTRUCTION ACTIVITY. 1.11 THE FOLLOWING ORDER OF PRECEDENCE SHALL APPLY IF THERE ARE INCONSISTENCIES BETWEEN THE DIFFERENT ELEMENTS OF THE THE FOLLOWING ORDER OF PRECEDENCE SHALL APPLY IF THERE ARE INCONSISTENCIES BETWEEN THE DIFFERENT ELEMENTS OF THE CONSTRUCTION PLANS: 1) DSD APPROVED FIELD CHANGES, 2) DSD APPROVED DESIGN CHANGES, 3) DSD APPROVED PLANS & SPECIFICATIONS, 4) GENERAL NOTES FOR ISSAQUAH ROADS AND UTILITIES, AND 5) WSDOT STANDARD SPECIFICATIONS FOR ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION, CURRENT EDITION. 4.0 STORMWATER 4.1 CONTRACTORS SHALL CONSTRUCT STORM PIPELINES AS IDENTIFIED ON THE APPROVED MATERIALS LIST. PIPE SHALL BE RATED FOR H20 SURFACE LOADS WHEN INSTALLED IN AREAS SUBJECT TO TRAFFIC. 4.2 CONTRACTORS SHALL INSTALL VANE TYPE CATCH BASIN GRATES UNLESS OTHERWISE NOTED. 4.3 CONTRACTORS SHALL INSTALL A 2X4 POST STENCILED “STORM” IN 2-INCH LETTERS WITH THE ELEVATION OF THE STUB INVERT STORM” IN 2-INCH LETTERS WITH THE ELEVATION OF THE STUB INVERT  IN 2-INCH LETTERS WITH THE ELEVATION OF THE STUB INVERT PERMANENTLY MARKED. MARKER TO BE ATTACHED TO PIPE INVERT WITH MINIMUM 12 GAUGE WIRE. CONTRACTOR SHALL EXPOSE, SURVEY, AND BACKFILL ALL STUBS INSTALLED WITHOUT 2X4 POSTS AND INVERT ELEVATIONS. PROVIDING THE DEPTH OF THE STUB IS NOT ACCEPTABLE. CONTRACTOR MUST PROVIDE ACTUAL INVERT ELEVATION. 5.0 STREETS & SIDEWALKS 5.1 CONTRACTORS SHALL INSTALL PERMANENT ROADWAY MONUMENTS AT ALL PC'S, PT'S AND AT INTERSECTIONS. THE MONUMENTS SHALL BE IN ACCORDANCE WITH CITY STANDARD DETAILS. 5.2 CONTRACTORS IMPACTED TO A MINIMUM OF 95 PERCENT OF THE SOIL'S MAXIMUM DRY DENSITY AS DETERMINED USING MODIFIED PROCTOR. RECYCLED ASPHALT PAVEMENT AND MINERAL AGGREGATE MAY BE USED FOR ROAD SUBGRADE IF APPROVED BY THE GEOTECHNICAL ENGINEER PRIOR TO PLACEMENT. ALL SUBGRADE SHALL BE INSPECTED BY DSD PRIOR TO PLACEMENT OF BASE COURSE AND OTHER ROADWAY MATERIALS. HOT MIX ASPHALT SHALL BE COMPACTED TO 92 PERCENT OF THE MAXIMUM DENSITY. 5.3 CONTRACTORS SHALL REQUEST A PRE-FINAL LIFE (WEARING COURSE) INSPECTION FROM THE DSD A MINIMUM OF ONE BUSINESS DAY PRIOR TO FINAL LIFT PLACEMENT. THE DSD WILL INSPECT AND APPROVED THE ATB SURFACE PRIOR TO INSTALLATION OF THE FINAL LIFT. FINAL LIFT PAVING THAT IS PLACED WITHOUT DSD INSPECTION IS SUBJECT TO REMOVAL AND REPAIR AT THE CONTRACTOR'S SOLE COST. 5.4 DEVELOPER SHALL CONTRACT WITH A GEO-TECHNICAL ENGINEER LICENSE IN THE STATE OF WASHINGTON TO TEST THE SUBGRADE AT 200' MINIMUM SPACING FOR COMPLIANCE WITH THE COMPACTION STANDARD. 5.5 CONTRACTORS SHALL INSTALL CONCRETE SIDEWALKS WITH A BROOM FINISH AND 4-INCH SHINERS AT ALL EXPANSION JOINTS AND ALL EXPOSED EDGES, UNLESS OTHERWISE NOTED. SIDEWALKS SHALL BE 6-INCH MINIMUM THICKNESS WHERE SUBJECT TO TRAFFIC LOADS AND 4-INCH MINIMUM THICKNESS ELSEWHERE. EXPANSION JOINTS SHALL BE PLACED NO MORE THAN 20-FEET APART. CONCRETE SHALL BE PLACED OVER 4-INCHES OF COMPACTED SUBGRADE CONFORMING TO WSDOT 9-03.9(3). 5.6 CONTRACTORS SHALL REQUEST A PRE-POUR INSPECTION IN WRITING FROM DSD A MINIMUM OF ONE BUSINESS DAY PRIOR TO POURING ANY WHEELCHAIR RAMPS. DSD WILL INSPECT AND APPROVE THE WHEELCHAIR RAMP FORMS FOR ALIGNMENT BY SIGNING THE CONTRACTOR'S RE-LINE PLANS. WHEELCHAIR RAMPS THAT ARE POURED WITHOUT DSD INSPECTOR WRITTEN APPROVAL ARE SUBJECT TO REMOVAL AND REPLACEMENT AT THE CONTRACTOR'S SOLE COST. INSPECTION FOR ADA COMPLIANCE WILL BE CONDUCTED FOLLOWING THE CONCRETE POUR AND CURE. 5.7 SIDEWALKS, RAMPS, AND DRIVEWAYS THAT PROVIDE PEDESTRIAN ACCESSIBLE ROUTES SHALL COMPLY WITH THE FOLLOWING: CHANGES IN LEVEL UP TO ¼-INCH MAY BE VERTICAL AND WITHOUT EDGE TREATMENT, CHANGES IN LEVEL BETWEEN ¼-INCH AND ½-INCH SHALL BE BEVELED WITH A SLOPE NO GREATER THAN 1V:2H, CHANGES IN LEVEL GREATER THAN ½-INCH SHALL NOT BE ALLOWED. 6.0 CLEARING, GRADING AND EARTHWORK 6.1 CONTRACTORS MAY WORK USING THE APPROVED TESC MEASURES SHOWN ON THE PLANS. CONTRACTORS SHALL KEEP ALL ROADWAYS CLEAN AND FREE OF SEDIMENT, MUD, ROCK AND DEBRIS. 6.2 CONTRACTORS SHALL COMPACT ALL BUILDING AND PAVEMENT AREAS LOCATED OUTSIDE OF PUBLIC RIGHT-OF-WAYS IN UNIFORM LOOSE LIFTS NOT EXCEEDING 12-INCHES AND SHALL BE COMPACTED TO A MINIMUM OF 95 PERCENT OF THE SOIL'S MAXIMUM DRY DENSITY AS DETERMINED USING MODIFIED PROCTOR. 1. TESC COORDINATION TESC COORDINATION A. THE APPLICANT MUST DESIGNATE A TESC SUPERVISOR WHO SHALL BE RESPONSIBLE FOR THE PERFORMANCE, MAINTENANCE, AND REVIEW THE APPLICANT MUST DESIGNATE A TESC SUPERVISOR WHO SHALL BE RESPONSIBLE FOR THE PERFORMANCE, MAINTENANCE, AND REVIEW OF TESC MEASURES AND FOR COMPLIANCE WITH ALL PERMIT CONDITIONS RELATING TO TESC. THE TESC SUPERVISOR SHALL BE A CERTIFIED EROSION AND SEDIMENT CONTROL LEAD AS DEFINED BY THE DEPARTMENT OF ECOLOGY. NOTE: THE APPLICANT IS ULTIMATELY RESPONSIBLE FOR PERMIT COMPLIANCE, REGARDLESS OF WHO HIRES THE TESC SUPERVISOR. B. AN ONSIDE TESC PRECONSTRUCTION MEETING SHALL BE HELD BEFORE ANY WORK BEGINS TO REVIEW IMPLEMENTATION OF THE TESC PLANS. AN ONSIDE TESC PRECONSTRUCTION MEETING SHALL BE HELD BEFORE ANY WORK BEGINS TO REVIEW IMPLEMENTATION OF THE TESC PLANS. C. ANY PERMANENT FLOW CONTROL OR WATER QUALITY FACILITY USED AS A TEMPORARY SETTLING BASIN SHALL BE MODIFIED WITH THE ANY PERMANENT FLOW CONTROL OR WATER QUALITY FACILITY USED AS A TEMPORARY SETTLING BASIN SHALL BE MODIFIED WITH THE NECESSARY EROSION CONTROL MEASURES AND SHALL PROVIDE ADEQUATE STORAGE CAPACITY. INFILTRATION FACILITIES SHALL NOT BE USED FOR TESC. 2. TESC INSTALLATION TESC INSTALLATION A. TESC FACILITIES ARE REQUIRED YEAR ROUND. TESC FACILITIES ARE REQUIRED YEAR ROUND. B. A TESC FIELD PRECON IS REQUIRED WITH THE DSD INSPECTOR PRIOR TO CONSTRUCTION. A TESC FIELD PRECON IS REQUIRED WITH THE DSD INSPECTOR PRIOR TO CONSTRUCTION. C. THE TESC FACILITIES REQUIRED BY THE PERMIT MUST BE CONSTRUCTED PRIOR TO OR IN CONJUNCTION WITH ALL CLEARING AND GRADING THE TESC FACILITIES REQUIRED BY THE PERMIT MUST BE CONSTRUCTED PRIOR TO OR IN CONJUNCTION WITH ALL CLEARING AND GRADING SO AS TO ENSURE THAT THE SEDIMENT-LADEN WATER DOES NOT ENTER THE CITY DRAINAGE SYSTEM, SURFACE WATERS, OR WETLANDS. ADJACENT PROPERTIES SHALL BE PROTECTED FROM SEDIMENT-LADEN RUNOFF. D. THE BOUNDARIES OF ANY CLEARING LIMITS AND TREE PROTECTION INCLUDED IN THE PLAN SHALL BE CLEARLY FLAGGED BY SURVEY TAPE THE BOUNDARIES OF ANY CLEARING LIMITS AND TREE PROTECTION INCLUDED IN THE PLAN SHALL BE CLEARLY FLAGGED BY SURVEY TAPE OR FENCING PRIOR TO CONSTRUCTION. NO DISTURBANCE BEYOND THE CLEARING LIMITS IS ALLOWED. THE CLEARING LIMITS SHALL BE MAINTAINED BY THE TESC SUPERVISOR FOR THE DURATION OF CONSTRUCTION UNTIL FINAL LANDSCAPING OR OTHER PERMANENT SITE STABILIZATION. E. ANY STABILIZED CONSTRUCTION ENTRANCES SHALL BE INSTALLED AT THE BEGINNING OF CONSTRUCTION AND MAINTAINED FOR THE ANY STABILIZED CONSTRUCTION ENTRANCES SHALL BE INSTALLED AT THE BEGINNING OF CONSTRUCTION AND MAINTAINED FOR THE DURATION OF THE PROJECT. ONSITE ROADS AND PAVED AREAS SHALL BE KEPT CLEAN TO MINIMIZE TURBIDITY IN RUNOFF. ADDITIONAL MEASURES, SUCH AS CONSTRUCTED WHEEL WASH SYSTEMS OR WASH PADS, SHALL BE REQUIRED IF NEEDED TO ENSURE SEDIMENT IS NOT TRACKED OUT TO CITY STREETS. ANY DIRT TRACKED ONTO CITY STREETS SHALL BE SWEPT AS NEEDED OR AS DIRECTED BY THE CITY OF ISSAQUAH. STREET SWEEPING IS NOT CONSIDERED A TESC MEASURE. F. TESC MEASURES SHALL BE APPLIED IN ACCORDANCE WITH APPENDIX D OF THE KING COUNTY SURFACE WATER DESIGN MANUAL, “EROSION TESC MEASURES SHALL BE APPLIED IN ACCORDANCE WITH APPENDIX D OF THE KING COUNTY SURFACE WATER DESIGN MANUAL, “EROSION EROSION AND SEDIMENT CONTROL STANDARDS”. FOR EXAMPLE, FOR STRAW MULCH, THE MINIMUM THICKNESS IS 2 TO 3 INCHES. . FOR EXAMPLE, FOR STRAW MULCH, THE MINIMUM THICKNESS IS 2 TO 3 INCHES. G. ANY AREAS OF EXPOSED SOILS, INCLUDING ROADWAY EMBANKMENTS, THAT WILL NOT BE DISTURBED FOR TWO CONSECUTIVE DAYS DURING ANY AREAS OF EXPOSED SOILS, INCLUDING ROADWAY EMBANKMENTS, THAT WILL NOT BE DISTURBED FOR TWO CONSECUTIVE DAYS DURING THE WET SEASON (OCT 1 TO APRIL 30) OR SEVEN DAYS DURING THE DRY SEASON (MAY 1 TO SEPT 30) SHALL BE IMMEDIATELY STABILIZED WITH APPROVED TESC METHODS (E.G. SEEDINGS, MULCHING, PLASTIC COVERING, ETC.). THESE TIME LIMITS MAY BE MODIFIED BY THE CITY TO ADDRESS SPECIFIC SITE CONDITIONS. H. PRIOR TO THE BEGINNING OF THE WET SEASON (OCT 1), ALL DISTURBED AREAS SHALL BE REVIEWED TO IDENTIFY WHICH ONES CAN BE PRIOR TO THE BEGINNING OF THE WET SEASON (OCT 1), ALL DISTURBED AREAS SHALL BE REVIEWED TO IDENTIFY WHICH ONES CAN BE SEEDED OR OTHERWISE COVERED IN PREPARATION FOR THE WINTER RAINS. IF COVER MEASURES ARE NOT ESTABLISHED BY OCT 1, ADDITIONAL TESC MEASURES SHALL BE REQUIRED. 3. TURBIDITY MONITORING TURBIDITY MONITORING A. DISCHARGE FROM THE PROJECT SITE SHALL NOT EXCEED THE NTU LIMIT AT ALL TIMES UP TO THE 10 YEAR/24 HOUR STORM EVENT. THIS DISCHARGE FROM THE PROJECT SITE SHALL NOT EXCEED THE NTU LIMIT AT ALL TIMES UP TO THE 10 YEAR/24 HOUR STORM EVENT. THIS EVENT IS DEFINED AS 3.5 INCHES OF RAINFALL OVER A 24 HOUR PERIOD, AS MEASURED AT THE CITY'S RAIN GAGE. THE DISCHARGE LIMIT TO A NATURAL WATER BODY IS 5 NTU OVER BACKGROUND, OTHERWISE THE LIMIT SHALL BE 100 NTU. EXCEEDANCE OF THE NTU LIMIT IS CONSIDERED A VIOLATION OF THE PERMIT AND IS SUBJECT TO STOP WORK AND CODE VIOLATION PENALTIES. B. THE CITY OF ISSAQUAH WILL MEASURE THE TURBIDITY OF THE DISCHARGE AT THE DESIGNATED MONITORING POINTS TO VERIFY COMPLIANCE THE CITY OF ISSAQUAH WILL MEASURE THE TURBIDITY OF THE DISCHARGE AT THE DESIGNATED MONITORING POINTS TO VERIFY COMPLIANCE WITH THE DISCHARGE LIMIT. THE TESC SUPERVISOR SHALL BE NOTIFIED OF DISCHARGES ABOVE BACKGROUND OR 25 NTUS AS APPLICABLE, SO THAT ACTION CAN BE TAKEN TO KEEP DISCHARGES BELOW THESE THRESHOLD LEVELS. FOR PROJECT SITES WHERE DESIGNATING A MONITORING POINT IS NOT FEASIBLE (E.G. FLAT SITES), THE MONITORING LOCATIONS WILL BE AT THE DISCRETION OF THE CITY OF ISSAQUAH. C. MONITORING POINTS SHALL BE READILY ACCESSIBLE TO THE CITY OF ISSAQUAH AT ALL TIMES FOR ALL PHASES OF CONSTRUCTION. MONITORING POINTS SHALL BE READILY ACCESSIBLE TO THE CITY OF ISSAQUAH AT ALL TIMES FOR ALL PHASES OF CONSTRUCTION. 4. ROUTINE TESC MAINTENANCE ROUTINE TESC MAINTENANCE A. THE TESC FACILITIES SHALL BE INSPECTED BY THE TESC SUPERVISOR DAILY OR MORE OFTEN DURING RAINFALL AND MAINTAINED TO THE TESC FACILITIES SHALL BE INSPECTED BY THE TESC SUPERVISOR DAILY OR MORE OFTEN DURING RAINFALL AND MAINTAINED TO ENSURE PROPER FUNCTIONING. WRITTEN DOCUMENTATION IS REQUIRED FOR DISCHARGES ABOVE THE THRESHOLD LEVELS AND SHALL BE READILY AVAILABLE AT THE PROJECT SITE. B. THE TESC FACILITIES SHOWN ON THIS PLAN ARE THE MINIMUM REQUIREMENTS FOR ANTICIPATED SITE CONDITIONS. DURING THE THE TESC FACILITIES SHOWN ON THIS PLAN ARE THE MINIMUM REQUIREMENTS FOR ANTICIPATED SITE CONDITIONS. DURING THE CONSTRUCTION PERIOD, THESE TESC FACILITIES SHALL BE MODIFIED AS NEEDED FOR UNEXPECTED STORM EVENTS OR OTHER UNFORESEEN CIRCUMSTANCES, AND TO ACCOUNT FOR CHANGING SITE CONDITIONS (E.G. ADDITIONAL COVER MEASURES, ADDITIONAL SUMP PUMPS, RELOCATION OF DITCHES AND SILT FENCES, PERIMETER PROTECTION ETC.). C. THE TESC SUPERVISOR SHALL NOTIFY THE CITY OF ISSAQUAH PRIOR TO PUMPING ANY DISCHARGE OFFSITE OR TO CRITICAL AREAS. THE TESC SUPERVISOR SHALL NOTIFY THE CITY OF ISSAQUAH PRIOR TO PUMPING ANY DISCHARGE OFFSITE OR TO CRITICAL AREAS. D. TESC FACILITIES ON INACTIVE SITES SHALL BE INSPECTED AND MAINTAINED A MINIMUM OF ONCE A MONTH OR WITHIN 24 HOURS FOLLOWING TESC FACILITIES ON INACTIVE SITES SHALL BE INSPECTED AND MAINTAINED A MINIMUM OF ONCE A MONTH OR WITHIN 24 HOURS FOLLOWING A STORM EVENT. 5. UPDATED TESC PLANS UPDATED TESC PLANS A. REVISED TESC PLANS SHALL BE SUBMITTED TO THE CITY OF ISSAQUAH FOR REVIEW AND APPROVAL PRIOR TO SIGNIFICANT REVISIONS TO REVISED TESC PLANS SHALL BE SUBMITTED TO THE CITY OF ISSAQUAH FOR REVIEW AND APPROVAL PRIOR TO SIGNIFICANT REVISIONS TO THE TESC MEASURES AS NEEDED TO ADDRESS PROJECT PHASING OR CHANGED CONDITIONS. B. FAILURE TO PROVIDE AND MAINTAIN APPROVED TESC FACILITIES AT CONSTRUCTION SITES IS CONSIDERED A VIOLATION OF THE PERMIT AND FAILURE TO PROVIDE AND MAINTAIN APPROVED TESC FACILITIES AT CONSTRUCTION SITES IS CONSIDERED A VIOLATION OF THE PERMIT AND IS SUBJECT TO STOP WORK AND CODE VIOLATION PENALTIES. 6. OTHER POLLUTION CONTROL MEASURES OTHER POLLUTION CONTROL MEASURES A. THE CONTRACTOR SHALL USE THE APPROPRIATE POLLUTION CONTROL MEASURES TO ENSURE THAT NO LIQUID PRODUCTS OR CONTAMINATED THE CONTRACTOR SHALL USE THE APPROPRIATE POLLUTION CONTROL MEASURES TO ENSURE THAT NO LIQUID PRODUCTS OR CONTAMINATED WATER (SUCH AS RUNOFF FROM CONCRETE SLURRY) ENTERS THE STORM DRAINAGE SYSTEM, SURFACE WATERS, OR OTHERWISE LEAVES THE PROJECT SITE. 7.0 RECORD DRAWINGS 7.1 CONTRACTORS SHALL MAINTAIN HAND DRAWN RED-LINES, FIELD NOTES AND PHOTOGRAPHS (“FIELD DOCUMENT”) OF ALL FIELD DOCUMENT”) OF ALL ) OF ALL IMPROVEMENTS AS THE WORK PROGRESSES. CONTRACTOR'S FIELD DOCUMENTATION SHALL BE PERIODICALLY REVIEW THE CONTRACTOR'S FIELD DOCUMENTATION AND WILL STOP WORK IF THE CONTRACTOR IS NOT MAINTAINING ADEQUATE RECORDS. 7.2 CONTRACTORS SHALL CONTRACT WITH A PROFESSIONAL SURVEYOR LICENSED IN THE STATE OF WASHINGTON TO ACQUIRE ALL THE FIELD DATA REQUIRED TO CREATE THE RECORD DRAWINGS. THE CONTRACTOR'S SURVEYOR SHALL BE THE SURVEYOR OF RECORD FOR THE RECORD DRAWINGS. ALL FIELD LOCATIONS SHALL BE TIED TO AN EASILY MEASURED OBJECT IN THE FIELD SUCH AS LIGHT POLE, MANHOLE CATCH BASIN, CURB HUB, ETC. 7.3 DEVELOPER SHALL CONTRACT WITH A PROFESSIONAL ENGINEER LICENSE IN THE STATE OF WASHINGTON TO PREPARE THE RECORD DRAWINGS. THE RECORD DRAWINGS SHALL FOLLOW THE SAME GENERAL FORMAT AS THE APPROVED CONSTRUCTION DRAWINGS AND THEY SHALL CONSIST OF A CLEAN SET OF MYLAR PRINTS WITH ALL CONSTRUCTION NOTES REMOVED AND NO CROSS-OUTS. RECORD DRAWINGS SHALL BE GENERATED USING THE FOLLOWING INFORMATION:  7.3.1 CONTRACTOR SUPPLIED SURVEY INFORMATION. 7.3.2. CONTRACTOR'S FIELD DOCUMENTATION. CONTRACTOR'S FIELD DOCUMENTATION. 7.3.3. ENGINEER'S FIELD DOCUMENTATION. ENGINEER'S FIELD DOCUMENTATION. 7.3.4. DSD INSPECTOR'S FIELD DOCUMENTATION. DSD INSPECTOR'S FIELD DOCUMENTATION. 7.3.5. FIELD CHANGES AND DESIGN CHANGES. FIELD CHANGES AND DESIGN CHANGES. 7.3.6. THE APPROVED CONSTRUCTION DRAWINGS. THE APPROVED CONSTRUCTION DRAWINGS. 7.4 EACH SHEET OF THE RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING STATEMENTS AND SHALL BE STAMPED AND SIGNED BY THE ENGINEER OF RECORD AND THE SURVEYOR OR RECORD: 7.4.1. THE SURVEYOR OF RECORD SHALL SIGN THE FOLLOWING STATEMENT ON EACH SHEET OF THE RECORD DRAWINGS: THE SURVEYOR OF RECORD SHALL SIGN THE FOLLOWING STATEMENT ON EACH SHEET OF THE RECORD DRAWINGS: I ____________________ (THE SURVEYOR OF RECORD) HEREBY CERTIFY THAT THE SURVEY INFORMATION SHOWN ON THESE RECORD DRAWINGS ACCURATELY REFLECTS THE FIELD CONDITIONS AS OF ___________.” 7.4.2. THE ENGINEER OF RECORD SHALL SIGN THE FOLLOWING STATEMENT ON EACH SHEET OF THE RECORD DRAWINGS: THE ENGINEER OF RECORD SHALL SIGN THE FOLLOWING STATEMENT ON EACH SHEET OF THE RECORD DRAWINGS: I ___________________ (THE ENGINEER OF RECORD) HEREBY CERTIFY THAT THE FACILITIES SHOWN ON THESE RECORD DRAWINGS ____________ MEET THE INTENT OF THE DESIGN. THE INFORMATION SHOWN ON THESE RECORD DRAWINGS WAS COMPILED FROM THE FOLLOWING SOURCES: 1) SURVEY OF VISIBLE FEATURES, 2) CONTRACTOR NOTES, RED-LINES AND SURVEY DATA, 3) DSD INSPECTOR COMMENTS, AND 4) APPROVED CONSTRUCTION PLANS. THE ENGINEER OF RECORD CERTIFYING THESE RECORD DRAWINGS HAS NOT WITNESSED ALL ELEMENT OF CONSTRUCTION IS NOT RESPONSIBLE FOR ERRORS OR OMISSIONS IN DATA PROVIDED BY THE CONTRACTOR, THE DSD OR THE SURVEYOR OR RECORD. 7.5 SANITARY SEWER RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING PRACTICES AND THE SPECIFIC PROJECT FEATURES, THE ENGINEER OF RECORD FEELS IS WARRANTED: 7.5.1 SEWER PIPELINE PLAN AND PROFILES WITH PIPE MATERIAL, SIZE, LOCATION, SLOPE, AND LENGTH. 7.5.2. MANHOLE TYPE, SIZE, LOCATION, RIM ELEVATION, INVERT ELEVATIONS, AND DROP STRUCTURES FEATURES. MANHOLE TYPE, SIZE, LOCATION, RIM ELEVATION, INVERT ELEVATIONS, AND DROP STRUCTURES FEATURES. 7.5.3. SIDE SEWER MATERIAL, SIZE, LOCATION, AND INVERT ELEVATION. SIDE SEWER MATERIAL, SIZE, LOCATION, AND INVERT ELEVATION. 7.6. WATER RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING WATER RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING PRACTICES AND THE SPECIFIC PROJECT FEATURES THE ENGINEER OF RECORD FEELS IS WARRANTED. 7.6.1. WATER PIPELINE PLAN WITH PIPE MATERIAL, SIZE, LOCATION AND LENGTH. WATER PIPELINE PLAN WITH PIPE MATERIAL, SIZE, LOCATION AND LENGTH. 7.6.2. WATER VALVE TYPE, MANUFACTURE DATE, SIZE, INVERT ELEVATION AND LOCATION. WATER VALVE TYPE, MANUFACTURE DATE, SIZE, INVERT ELEVATION AND LOCATION. 7.6.3. WATER FITTING TYPE, SIZE, INVERT ELEVATION, BLOCKING DIMENSION AND LOCATION. WATER FITTING TYPE, SIZE, INVERT ELEVATION, BLOCKING DIMENSION AND LOCATION. 7.6.4. WATER MAIN INVERT ELEVATIONS AT 50' SPACING FOR ALL PIPE INSTALLED AT THE DEPTH GREATER THAN 5”. WATER MAIN INVERT ELEVATIONS AT 50' SPACING FOR ALL PIPE INSTALLED AT THE DEPTH GREATER THAN 5”. . 7.6.5. TYPE AND LOCATION OF THRUST RESTRAIN SYSTEM. TYPE AND LOCATION OF THRUST RESTRAIN SYSTEM. 7.6.6. FIRE HYDRANT LOCATION. FIRE HYDRANT LOCATION. 7.6.7. BLOW-OFF SIZE AND LOCATION. BLOW-OFF SIZE AND LOCATION. 7.6.8. AIR AND VACUUM RELIEF VALVE SIZE AND LOCATION. AIR AND VACUUM RELIEF VALVE SIZE AND LOCATION. 7.6.9. WATER METER SIZE AND LOCATION. WATER METER SIZE AND LOCATION. 7.7. STORM RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING STORM RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING PRACTICES AND THE SPECIFIC PAROJECT FEATURES, THE ENGINEER OF RECORD FEELS IS WARRANTED. 7.7.1. STORM PIPELINE PLAN AND PROFILES WITH PIPE MATERIAL, SIZE, SLOPE AND LENGTH. STORM PIPELINE PLAN AND PROFILES WITH PIPE MATERIAL, SIZE, SLOPE AND LENGTH. 7.7.2  CATCH BASIN TYPE, SIZE, LOCATION, RIM ELEVATION, AND INVERT ELEVATIONS. CATCH BASIN TYPE, SIZE, LOCATION, RIM ELEVATION, AND INVERT ELEVATIONS. 7.7.3  FLOW CONTROL STRUCTURE TYPE, SIZE, LOCATION, RIM ELEVATION, OFFICE SIZE, OVERFLOW ELEVATIONS, ETC. FLOW CONTROL STRUCTURE TYPE, SIZE, LOCATION, RIM ELEVATION, OFFICE SIZE, OVERFLOW ELEVATIONS, ETC. 7.7.4  LOT DRAIN SIZE, LOCATION AND INVERT ELEVATIONS. LOT DRAIN SIZE, LOCATION AND INVERT ELEVATIONS. 7.7.5. RETENTION/DETENTION SYSTEM PLAN AND PROFILES WITH VOLUME, OPERATING LEVELS, OVERFLOW ELEVATIONS AND OTHER PERTINENT RETENTION/DETENTION SYSTEM PLAN AND PROFILES WITH VOLUME, OPERATING LEVELS, OVERFLOW ELEVATIONS AND OTHER PERTINENT ENGINEERING AND OPERATIONAL FEATURES AND COMPONENTS. 7.8. ROADWAY RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING ROADWAY RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING PRACTICES AND THE SPECIFIC PROJECT FEATURES, THE ENGINEER OF RECORD FEELS IS WARRANTED: 7.8.1 CENTERLINE PROFILE WITH ELEVATIONS AT INTERSECTIONS, PVI'S, BVC'S, AND EVC'S, INCLUDE VERTICAL CURVE DATA. 7.8.2 GUTTER LINE ELEVATIONS AT ¼ POINTS OF INTERSECTION RADIUS RETURNS, INCLUDE CURVE DATA, AND AT ROADWAY WIDTH TRANSITION POINTS. 7.8.3. CHANNELIZATION TYPE AND LOCATION. CHANNELIZATION TYPE AND LOCATION. 7.8.4. SIGNAGE TYPE AND LOCATION. SIGNAGE TYPE AND LOCATION. 7.8.5. ILLUMINATION TYPE AND LOCATION. ILLUMINATION TYPE AND LOCATION. 7.8.6. RIGHT-OF-WAY MONUMENTATION RIGHT-OF-WAY MONUMENTATION 8.0 SITE SAFETY 8.1 CONTRACTORS SHALL COMPLY WITH ALL APPLICABLE LOCAL, STATE AND FEDERAL AGENCY SAFETY STANDARDS.
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